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(54) MOTOR WITH CONTROL DEVICE 

(57)Abstract: 

PROBLEM TO BE SOLVED: To improve cooling 
capability and to downsize the overall structure of a 
motor with a control device. 
SOLUTION: This motor with a control device, in 
which the control device for driving and controlling the 
motor is mounted solidly with the motor, is provided 
with a plate heat pipe 32 having a cross section of 
roughly a U-shape, mounted in such a way that its 
middle part is brought into contact the bottom part of 
the outside circumference of the casing 27 of the 
control device 1 3 or a motor frame and that its end 
parts contact the side parts of the outside ^ 
circumference. Then, a heating element 31 for the 
control device 1 3 is arranged at the bottom part 

inside the casing 27. This structure enables the heat generated from the heating element 
31 to be radiated quickly through the plate heat pipe 32. 



LEGAL STATUS 

[Date of request for examination] 07.03.2002 

[Date of sending the examiner's decision of 08.06.2004 
rejection] 

[Kind of final disposal of application other 
http://wwl9.ipdLncipi.go.jp/PAl/result/detail/main/wAAAV2aiWKDA4n 8/28/2006 



(51)lnLCI. 




Searching PAJ 



Page 2 of 2 



than the examiner's decision of rejection or 
-■application-converted registration] 
[Date of final disposal for application] 
[Patent number] 
[Date of registration] 

[Number of appeal against examiner's 
decision of rejection] 

[Date of requesting appeal against 
examiner's decision of rejection] 
[Date of extinction of right] 



http://wwl9.ipdl.ncipi.gojp/PAl/result/detail/main/wAAAV2aiWK^ 8/28/2006 



